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SPECIFICATIES

Dimbaar Ja

3M plakstrip over gehele lengte Ja

Garantie 2 jaar

Op maat te knippen Elke 6,25 cm   

Aantal LED’s p/m 120

Type LED 2216 SMD

Merk LED Epistar

Stralingshoek 120 graden

Kleur Warm Wit

Kleurtemperatuur (Kelvin) 2700K tot 1800K

CRI 94.5

Lichtsterkte (lumen) p/m 1398 lm

Aantal branduren 50.000

Voltage (DC) 24V

Watt - vermogen p/m 17.7W

Bescherming IP20, IP65 of IP67

Materiaal waterdichte bescherming (IP65/IP67) Siliconen

Achtergrond kleur strip (PCB) Wit

Plakstrip IP20: 3M 300LSE  IP65: 3M VHB   IP67: 3M VHB

Breedte led strip IP20: 10mm   IP65: 12mm   IP67: 12mm

Dikte led strip IP20: 3mm   IP65: 6mm   IP67: 6mm

Aansluiting begin 5.5x2.1 DC stekker type vrouw

Aansluiting einde 5.5x2.1 DC type man
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TECHNISCHE TEKENINGEN
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1M Dim2Warm - 224 LEDS P/MEEVVEERRFFIINNEE  HHAAAASS--11220000  TTeesstt  RReeppoorrtt 11  OOff  11  

Spectrum Test Report
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Color Parameters:
CChhrroommaattiicciittyy  CCoooorrddiinnaattee::xx==00..44334499    yy==00..33888822//uu''==00..22556633  vv''==00..55114477

CCCCTT==22990011KK((DDuuvv==--00..00006622))  DDoommiinnaanntt  WWLL::LLdd  ==558855..77nnmm  PPuurriittyy==4477..11%%

RRaattiioo::RR==2266..55%%  GG==7700..22%%  BB==33..33%%　　PPeeaakk  WWLL::LLpp==663366..11nnmm    FFWWHHMM==115566..44nnmm

RReennddeerr  IInnddeexx::RRaa==9955..99      CCRRII==9944..55

RR11  ==9944  RR22  ==9966  RR33  ==9988  RR44  ==9966  RR55  ==9955  RR66  ==9933  RR77  ==9988  

RR88  ==9988  RR99  ==9933  RR1100==9933  RR1111==9933  RR1122==8844  RR1133==9944  RR1144==9988  RR1155==9955  

Photo Parameters:
FFlluuxx    ==  11339988  llmm      EEffff..  ::  7788..8899  llmm//WW    FFee    ==  55..554411  WW

Electrical parameters:
VV  ==  2233..999977  VV          II  ==  00..77338822  AA        PP  ==  1177..7711  WW  PPFF  ==  11..000000

LLEEVVEELL::OOUUTT                WWHHIITTEE::OOUUTT

SSttaattuuss::    IInntteeggrraall  TT  ==  112255  mmss    IIpp  ==  5511443366  ((7788%%))

MMooddeell::22221166--222244--DDWW--2200--2244--1100 NNuummbbeerr::22221166DDWW--11MM
TTeesstteerr:: DDaattee::22002200--1122--2222  2200::1166::0022
TTeemmppeerraattuurree::DDeegg HHuummiiddiittyy::%%
MMaannuuffaaccttuurreerr::RRYYKKEERR  LLIIGGHHTTIINNGG RReemmaarrkkss::------
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CE CERTIFICAAT

 
 

  
Certification No. : AXJC202101090009R 

Applicant : Ledkoning 

Address : Rietveldenweg 49D 5222AP 's Hertogenbosch, The Netherlands 

Manufacturer : Ledkoning 

Address : Rietveldenweg 49D 5222AP 's Hertogenbosch, The Netherlands 

Certification  : CE-RoHS 

Product  

Description 
: LED Strip 

Model : 
GWRB51-05M2420, GWRB51-05M2465, GWRW21-05M2420, 
GWRW21-05M2465, D2W2216-05M2420, D2W2216-05M2465 

Trademark : N/A 

 
An independent evaluation on the above-mentioned product(s) has been conducted pursuant to EU 
2015/863 with 2011/65/EU of the European Parliament and of the Council on the restriction of the 
use of certain hazardous substances in electrical and electronic equipment, and concluded that the 
equipment under evaluation met the legislative requirements of  this directive. 
Test standard:  IEC 62321-4:2013+A1:2017, IEC 62321-5:2013, IEC 62321-7-1:2015，          
IEC 62321-7-2:2017, IEC 62321-6:2015, IEC 62321-8:2017 
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Adres: Rietveldenweg 49D, 5222AP ‘s Hertogenbosch
Tel: +3173 704 1100

E-mail: info@ledkoning.nl
Website: www.ledkoning.nl


